
The Hinged Bolted Stop Collar is available in 4 1/2 " to 20 " sizes. It is a single piece collar and the set crews are provided on the 

outer circle of the periphery which is meant for installing and is directly installed on the pipe by slipping on the casing without any 

hassle. It is fabricated using ductile iron therefore it has a good impact and fatigue capability.

These kinds of collars are used in place where high axial loads are expected. This works well in the installation of different 

cement baskets and various types of centralizers. It also has a phosphate coating in order to prevent it from getting rust and then 

coated with special polyester powder.

Hinged Bolted Stop Collar -SC02

Available in 4 1/2" to 20 "sizes + any special sizes

SledgeHammer Product Range :-

Bow Spring Centralizer, Solid Rigid Centralizers, Cement Basket, Cementing Head, Cementing Plugs, Float Equipment, Stop Collars, Bridge/Cement 
Retainer, Dopes & Compounds, Stage Cementing Tool, Hinged Non-Welded Bow Spring Centralizer, Hinged Non-Welded Stainless Steel Centralizer, 
Hinged Welded Bow Spring Centralizer, Slip on Welded Bow Spring Centralizer, Slip on Welded Single Piece Bow Spring Centralizer Sledge Chakra, Hinged 
Non-Welded Bow Spring Turbolizer, Hinged Welded Bow Spring Turbolizer, Slip on Welded Bow Spring Turbolizer, Rotating Welded Centralizer, Hinged 
Non Welded Positive Bow Centralizer, Hinged Semi-Rigid Non Welded Bow Spring Centralizer, Hinged Semi-Rigid Welded Bow Spring Centralizer, Slip On 
Semi-Rigid Welded Bow Spring Centralizer, Centralizer Sub, Slip On Welded Positive Spirolizer, Slip On Heavy Duty Welded Positive Spirolizer, Slip On 
Heavy Duty Straight Spirolizer, Slip on Stand off Band, Welded Spiral Vane Solid Rigid Centralizer Fixed, Straight Vane Aluminum Rigid Centralizer, Straight 
Vane Aluminum Rigid Centralizer Fixed, Aluminum Spiral Vane Solid Rigid Centralizer, Aluminum Spiral Vane Solid Rigid Centralizer, Zinc Spiral Vane Solid 
Rigid Centralizer, Steel Twin Blade Rotating Centralizer, Thermoplastic Spiral Vane Solid Rigid Centralizer, Aluminum Rotating Spiral Vane Centralizer, Low 
Torque Roller Centralizer, Low Drag Roller Centralizer, Slip On Welded Cement Basket, Canvas Cement Basket, Cementing Plug Rotating, Cementing Plug 
Non Rotating, Combination Cementing Plug, Conventional Aluminium Insert Cementing Plug, Hinged Spiral Nail Stop Collar, Hinged Bolted Stop Collar, 
Hinged Set Screw Stop Collar, Slip on Set Screw Stop Collar, Slip on Set Screw Stainless Steel Stop Collar, Slip on Set Screw Ductile Iron Stop Collar, Cable 
Wall Cleaner, Wire Scratcher, Float Shoe Single/Double Valve, Float Collar Single/Double Valve, Reamer Shoe Single/Double Valve, Guide Shoe, 
Differential Fill-up Float Shoe, Differential Fill-up Float Collar, Auto Fill-up Float Shoe Conventional/non rotating, Auto Fill-up Float Collar Conventional/non 
rotating, Stab-in Float Shoe w/o Latch in Profile, Stab-in Float Collar w/o Latch in Profile, Up Jet/ Side Jet/ Down Jet Float Shoe, Up Jet/ Side Jet/ Down Jet 
Float Collar, Hydraulic Land Collar, Mechanical Stage Cementing Tools, Hydraulic Stage Cementing Tools, Bridge Plug, Cement Retainer, Casing Pipe, Joint 
Key, Stab in Stinger, API Modified High Pressure Thread Compound, Sledge Lok ll Thread Lock


